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not part of the general railroad system 
of transportation; or 

(2) Rapid transit operations in an 
urban area that are not connected with 
the general railroad system of trans-
portation. 

(c) Paragraphs (a) and (b) of § 229.125 
do not apply to Tier II passenger equip-
ment as defined in § 238.5 of this chap-
ter (i.e., passenger equipment operating 
at speeds exceeding 125 mph but not ex-
ceeding 150 mph). 

(d) On or after November 8, 1999, 
paragraphs (a)(1) and (b)(1) of § 229.141 
do not apply to ‘‘passenger equipment’’ 
as defined in § 238.5 of this chapter, un-
less such equipment is excluded from 
the requirements of §§ 238.203 through 
238.219, and § 238.223 of this chapter by 
operation of § 238.201(a)(2) of this chap-
ter. 

(e) Paragraphs (a)(2) through (a)(4), 
and (b)(2) through (b)(4) of § 229.141 do 
not apply to ‘‘passenger equipment’’ as 
defined in § 238.5 of this chapter that is 
placed in service for the first time on 
or after September 8, 2000, unless such 
equipment is excluded from the re-
quirements of §§ 238.203 through 238.219, 
and § 238.223 of this chapter by oper-
ation of § 238.201(a)(2) of this chapter. 

[54 FR 33229, Aug. 14, 1989, as amended at 64 
FR 25659, May 12, 1999] 

§ 229.4 Information collection. 
(a) The information collection re-

quirements in this part have been re-
viewed by the Office of Management 
and Budget pursuant to the Paperwork 
Reduction Act of 1980, Public Law 96– 
511, and have been assigned OMB con-
trol number 2130–0004. 

(b) The information collection re-
quirements are found in the following 
sections: §§ 229.9, 229.17, 229.21, 229.23, 
229.25, 229.27, 229.29, 229.31, 229.33, 229.55, 
229.103, 229.105, 229.113, 229.121, 229.135, 
and appendix H to part 229. 

[50 FR 6953, Feb. 19, 1985, as amended at 58 
FR 36613, July 8, 1993; 71 FR 63136, Oct. 27, 
2006] 

§ 229.5 Definitions. 
As used in this part— 
AAR means the Association of Amer-

ican Railroads. 
Acceptable quality level (AQL). The 

AQL is expressed in terms of percent 

defective or defects per 100 units. Lots 
having a quality level equal to a speci-
fied AQL will be accepted approxi-
mately 95 percent of the time when 
using the sampling plans prescribed for 
that AQL. 

Anti-climbers means the parts at the 
ends of adjoining rail vehicles in a 
train that are designed to engage when 
subjected to large buff loads to prevent 
the override of one vehicle by another. 

Associate Administrator for Safety 
means the Associate Administrator for 
Safety, Federal Railroad Administra-
tion, or that person’s delegate as des-
ignated in writing. 

Break means a fracture resulting in 
complete separation into parts. 

Build date means the date on which 
the completed locomotive is shipped by 
the manufacturer or remanufacturer to 
the customer, or if the railroad manu-
factures or remanufactures the loco-
motive itself, the date on which the lo-
comotive is released from the manufac-
ture or remanufacture facility. 

Cab means that portion of the super-
structure designed to be occupied by 
the crew operating the locomotive. 

Carrier means railroad, as that term 
is in this section. 

Collision posts means structural mem-
bers of the end structures of a rail ve-
hicle that extend vertically from the 
underframe to which they are securely 
attached and that provide protection 
to occupied compartments from an ob-
ject penetrating the vehicle during a 
collision. 

Corner posts means structural mem-
bers located at the intersection of the 
front or rear surface with the side sur-
face of a rail vehicle and which extend 
vertically from the underframe to the 
roof. 

Commuter service means the type of 
railroad service described under the 
heading ‘‘Commuter Operations’’ in 49 
CFR part 209, Appendix A. 

Commuter work train is a non-revenue 
service train used in the administra-
tion and upkeep service of a commuter 
railroad. 

Control cab locomotive means a loco-
motive without propelling motors but 
with one or more control stands. 

Controlling remote distributed power lo-
comotive means the locomotive in a dis-
tributed power consist that receives 
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